
J-LOUD

38
3.5

 m
m 

/ 1
5.1

0”

54.4°

38
°

46
8 m

m 
/ 1

8.4
3”

85
9.3

 m
m 

/ 3
3.8

3”
65

3.1
mm

 / 
25

.71
”

12
26

.6 
mm

 / 
48

.29
”

30
0.7

 m
m 

/ 1
1.8

4”

408.9mm / 16.10”

408.9mm / 16.10”

18
0 m

m 
/ 7

.09
”

18
0m

m 
/ 7

.09
” 96 mm / 3.78”

THIS J-LOUD FITS: 4 - 8” SPEAKERS, 
4 TWEETERS, 4 SCREW-ON DRIVERS

8” SPEAKER MOUNTING 
(FITS ANY DS18  8” SPEAKER)

ф3.72” TWEETER MOUNTING
 (DS18 PRO-TW4L RECOMMENDED)

1-3/8” DRIVER SCREW ON 
(DS18 PRO-DR350 RECOMMENDED)

THE MOUNTING BRACKET FOR 
JK & JKU & JL  IS INCLUDED

HIGH DENSITY PLASTIC MOLDED 
WITH COLOR INJECTED 

UV PROTECTED AND ALL ELEMENTS READY

LIGHT WEIGHT AND STRONG MATERIAL

BUILT-IN 

FOR DS18 LOGO BADGE

COMPATIBLE WITH THE DS18 
LED-BTC OR ANY OTHER 
RF/BT/WIFI CONTROLLER FOR 
MULTI-FUNCTION RGB LED 
LIGHTING. (SOLD SEPARATELY)

DOWNLOAD THE DS18 LED BTC APP


